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Atomizer 12

WR2 - "Size" - 50°

 

R
e

tu
rn

GENERAL DATA:
 
Test oil viscosity: 5 cSt.
 
Supply pressure: 25 Bar.
 
Max. output with closed return line.
 
Turn down 1:4  up to 100 at 10 bar return pressure,
                         over 100 at 8 bar return pressure.
 
Max. output      up to 80        0% +10%
                         up to 180      0% +7%
                         over 180       0% +5%
 
Spray angle:     Max. output 50°   +5°
                         Turned down 68° +10°

ORDERING: please specify:
 
- Atomizer type
- Size
- Spray angle
- Quantity

Marking on Hexagon:

Spray angle

Atomizer type

Manufacturer

WR2 180

Date of manufacturing

50° mmjj

Size

Size
[kg/h]

20
25
32
40
50
60
70
80
90

100
115
130
145
160
180
200
225
250
275
300
330
360
400
450
500
550
600
650
700
750
800

Zn 6 µm

Supply Oil

SW. 24

Zn 6 µm iriser

Circlip
w.st.nr.: 1.4310

Needle
w.st.nr.: 1.2767

Tempered 52±1 Rc

Orifice
Type ER

w.st.nr.: 1.2436
Tempered 63 Rc

Swirler
Type N

w.st.nr.: 1.2510
Tempered 63 Rc

Head
w.st.nr.: 1.0715

M16x1

Extension
w.st.nr.: 1.0715

Strainer
AISI 316

Size 125 and smaller: 80mesh
Size more then 125: 40mesh

Strainerbody
Ms 58

O-ring 7x1.5
Viton

Spring
w.st.nr.: 1707s
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