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Burnerlance 32-HA-SAC-E-"L" Welded
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Bearing
w.st.nr.: 1.4122

Piston
w.st.nr.: 2.109004

O-Ring 25.12x1.78
viton

O-Ring 33.00x2.62
viton

Rod
w.st.nr.: 1.2210

Stop
w.st.nr.: 1.2210

Capnut
w.st.nr.: 1.0715
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Spring
w.st.nr.: 1.4568

SW. 41
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Adaptor
w.st.nr.: 1.4122

Needle
w.st.nr.: 1.2210

Tube 22x1
w.st.nr.: 1.0308

Tube 50x3
w.st.nr.: 1.0308

Spring disc
w.st.nr.: 1.0715

Disc
w.st.nr.: 2.0401

Between disc
w.st.nr.: 2.0401

Air disc
w.st.nr.: 2.0401

O-Ring 6.02x2.62
viton

O-Ring 18.72x2.62
viton

O-Ring 18.72x2.62
viton

O-Ring 6.02x2.62
viton

 

n60

Connection block
w.st.nr.: 1.0161

Cover
w.st.nr.: 1.0715

16

By-Pass Guide
w.st.nr.: 1.4122

Tube 32x1.5
w.st.nr.: 1.0308
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Triangle
w.st.nr.: 1.0715
only for lances
from 800mm
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